
High	power	8"	2-way	speaker	cabinet.	

High	power	2-way	speaker	cabinet

Compact	plywood	enclosure	with	durable,	scratch	free,	painting

Steel	front	grill	covered	with	acoustic	foam

Equipped	with:

1"	High	frequency	driver

8"	Woofer

Excellent	sound	quality,	even	at	high	sound	levels.

Perfect	for	clubs,	bars,	hotels,	...

Can	be	used	in	full	range	or	with	a	specially	adapted	2x15"

subwoofer	(CLS-215B)

Freq.	response:	70	-	20.000	Hz

RMS	Power:	200	W

Peak	Power:	400	W

Impedance:	8	ohm

Dispersion	(HxV):		90°	x	50°

Dimensions	(HxWxD):	460	x	286	x	276	mm

Weight:	13kg
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General	:	Application
Commercial	lighting,	DJ	&	Club,

Stage	&	Rental

General	:	Dimensions	(cm) 28,6	x	27,6	x	46	cm

General	:	Weight	(kg) 13

General	:	Color black

General	:	Fixation 35mm	stand	adaptor

General	:	IP	rating indoor

Audio	:	max.	spl	(dB) No

Audio	:	min.	frequency	(Hz) 70

Audio	:	max.	frequency	(Hz) 20000

Audio	:	diameter	woofer	(inch) 8

Audio	:	diameter	tweeter	(inch) 1

Audio	:	diameter	woofer	(inch) 1",	8"

Audio	:	crossover	frequency	range No

Audio	:	Power	2	Ohm	(Wrms) No

Audio	:	Power	4	Ohm	(Wrms) No

Audio	:	Power	8	Ohm	(Wrms) 200

Connections	:	input No

Connections	:	output No

Connections	:	XLR	3	pin No

Connections	:	XLR	5	pin No

Connections	:	speakon Yes

Function	:	crossover none

EANCode 5420025606301

Discontinued No


