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Laser Effects

EUROLITE LED KLS Laser Bar FX Light Set

No. 51741090 ...................................................................KLS Laser Bar

No. 51918203 ....................................................................... L-1 remote

Show laser light effect bar, laser class 2M

• One device, four effects

• Bar with laser, 2 rotating LED derbies, 2 LED spots and 4 white strobe LEDs

• Laser class 2M: does not require additional protective measures or 

appointment of a laser safety officer

• Comes pre-assembled with practical transport bag

• Convenient control via wireless foot switch and IR remote control

• Crossbar with integrated DMX control unit and stand sleeve

• Auto, music, master/slave and DMX mode

Technical specifications:

Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

Power consumption: 50 W

Laser modules: Red 100 mW, green 30 mW

Wavelength: Red 650 nm, green 532 nm

LEDs: 

Derby (2 x): 3 x RGB, 1 W each

Spots (2 x): 3 x TCL, 3 W each

Strobe: 4 x white, 1 W each

Beam angle: 13° (spots), 8° (strobe)

Flash rate: 0-30 Hz

Dimensions (LxWxH): 1320 x 145 x 320 mm

Weight: 7.3 kg

Power supply: 100-240 V AC, 50/60 Hz

Power consumption: 50 W

Laser modules: Red 100 mW, green 30 mW

Wavelength: Red 650 nm, green 532 nm

LEDs: 

Derby (2 x): 3 x RGB, 1 W each

Spots (2 x): 3 x TCL, 3 W each

Strobe: 4 x white, 1 W each

Beam angle: 13° (spots), 8° (strobe)

Flash rate: 0-30 Hz

Dimensions (LxWxH): 1320 x 145 x 320 mm

Weight: 7.3 kg

EUROLITE LED KLS Laser Bar PRO FX Light Set
No. 51741091

Show laser light effect bar, laser class 2M

• One device, four effects

• Bar with laser, 2 rotating LED derbies, 2 LED spots and  

4 strobe LEDs in white and UV

• Enhanced pro version with very high brightness and additional UV LEDs

• Laser class 2M: does not require additional protective measures or 

appointment of a laser safety officer

• Comes pre-assembled with practical transport bag

• Convenient control via wireless foot switch and IR remote control

• Crossbar with integrated DMX control unit and stand sleeve

• Auto, music, master/slave and DMX mode

http://www.steinigke.de/en/mpn51741090.html
http://www.steinigke.de/en/mpn51918203.html
http://www.steinigke.de/en/mpn51741091.html

