Pinspots

EUROLITE LED PST-3W Spot

eUfOIite® www.eurolite.de

Technical specifications:

Power supply:

230 VAC, 50 Hz ~

) Power consumption: 5W
Small, powerful LED pinspot LED type: 3w
 Locking possibility at the mounting bracket Number of LEDs: 1
e 3wattLED LED beam angle: 6°
Color temperature: 6000 K/3200K
Dimensions: 100x90 x 100 mm
Weight: 0.3kg
NO. 51916000 ... 6000 K
NO. 51916100, ... 3200 K

RGBW Technical specifications:
EUROLITE LED PST-4W QCL Spot white Power supply: : 110-240 V AC 50/60 Hz ~ via enclosed 12 V DC power unit
. i . Power consumption: 3.6W
Multifunctional QCL pinspot Number of LEDs: 1
 Equipped with a4 W QCL LED in the colors red, green, blue and white LED type: 4 W QCL
10 internal programs LED beam angle: 16°
¢ With memory function Dimensions: 150 x 90 x 90 mm
Weight: 0.2 kg

No. 51916148
No. 51916149

296

EUROLITE LED PST-10 QCL Scan Light

LED Pin Spot with mirror deflection
« Equipped with one QCL LED in the colors red, green, blue and white

« Extremely narrow beam angle to perfectly illuminate Mirror Balls, for example

 Control via DMX, stand-alone operation or sound
 Addressing and setting via control board with LED display and
four operating buttons

No. 51916151
Technical specifications:

Power supply:

100 - 240 V AC, 50/60 Hz ~

Power consumption: RN
Number of DMX channels: 10
DMX512 connection: 3-pin XLR
Flash-rate: 18 Hz
Sound-control: via built-in microphone
LED type: 10 W QCL (red, blue, green, white)
Number of LEDs: 1
Dimensions: 260 x 135 x 265 mm
Weight: 2kg

Delivery, technical changes, errors and omissions exempted. Please take notice of the user manuals and latest information which can be downloaded from our site. All pictures are similar and partially symbolic.
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