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Turntables

OMNITRONIC Slipmat, anti-static, neutral 

No. 10620200.................................................................................black
No. 10620202................................................................................ silver

OMNITRONIC Slipmat silver

No. 10620714

OMNITRONIC Headshell universal C -empty-

No. 10605258.................................................................................black
No. 10605259................................................................................ silver

OMNITRONIC Headshell universal with weights 

No. 10605262................................................................................ silver
No. 10605263.................................................................................black

OMNITRONIC  
Puck single centre-piece aluminium silver

No. 10605271

OMNITRONIC  
Carbon fibre brush for cleaning records

No. 10608985

OMNITRONIC S-15 Pick-up system

No. 10606000

•	 Pick-up system incl. stylus
•	 Qualified for back-cue
•	 Recommended for OMNITRONIC turntables 

OMNITRONIC S-15 Headshell & pick-up system

No. 10606001
No. 10609050...........................Replacement stylus OMNITRONIC S-15

•	 Standardized headshell with spherical pick-up system
•	 Recommended for OMNITRONIC turntables 

OMNITRONIC BD-1320/1350 Turntable

No. 10603048................................................................ BD-1320, black
No. 10603050................................................................ BD-1350, silver

Belt drive DJ turntable

•	 Pick-up system included
•	 Adjustable anti-skating
•	 Dustcover and slipmat included

Technical specifications:
Power supply:	 115/230 V AC, 50/60 Hz ~

Starting current:	 120 mA max.

Power consumption:	 8 W

Type:	 Manual turntable

Drive method:	 Belt drive

Motor:	 DC motor

Platter:	 plastic, d=330 mm

Speed:	 33 1/3 RPM and 45 RPM

Change time between speeds:	 <1 sec

Start time:	 <1 sec

Stop time:	 <1 sec

Pitch adjustment:	 ±10 % 

Wow and flutter:	 <0.25 %

Rumble:	 50 dB DIN B

Tone arm:	 S-shape with Cardan's suspension

Tone arm length:	 220 mm

Overhang:	 10 mm

Anti-skating range:	 0-4 g

Stylus pressure range:	 3-4 g

Applicable cartridge weight:	 6-10 g

Audio output:	 stereo RCA

Dimensions:	 450 x 350 x 145 mm

Weight:	 4 kg
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